
 

 
 
 
      _______________________________________________________ 
    SUBMERSIBLE WATER PUMPS W-100/1 W-370/1 
      For pumping clean / seepage water 
       __________________________________________________________________________ 

 
    APPLICATION 
     Multi-purpose pumps, suitable for pumping clean / seepage 
     water without any solids or stringy materials. Minimum sump 
     dimensions. 
     W-100/1  225mm (L) x 225mm (W) x 275mm (H) 
     W-370/1  250mm (L) x 250mm (W) x 350mm (H) 
 
    DESIGN FEATURES 

• Synthetic body light-weight design for intermittent duty 
• Built-in magnetic float switch 
• Cavity wall low power consumption efficient motor 
• Single mechanical seal with double lip seal system  
• Unique epoxy cable sealing base  
• Built-in motor protection  
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    TECHNICAL DATA 
                      
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

    
 
FOR FURTHER TECHNICAL SUPPORT PLEASE CONTACT WALLACE PUMPS AKLD 09 622 9100 CHCH 03 365 6453 WGTN 04 567 8125 OR VISIT www.dlmwallace.co.nz 

W-100/1  W-370/1  
Motor (kW / HP) 0.1 / 0.15 Motor (kW / HP) 0.37 / 0.50 
Power (Volts / phase) 230 - 240 / 1 Power (Volts / phase) 230 - 240 / 1 
Dimensions (mm) 250 x 200 x 144 Dimensions (mm) 325 x 225 x 159 
Weight (kg) 4 Weight (kg) 6.5 
Outlet (mm) 25 Outlet (mm) 40mm 
Cable Length (m) 4 Cable Length (m) 4 
 
 
 

 

 


