
SUBMERSIBLE PRESSURE PUMP

MAXISUB 1500
Clean water on 
demand 

Domestice above 
or below ground 
use

Multistage auto 
submersible 
pressure pump
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MAXI SUB 1500 SUBMERSIBLE PRESSURE PUMP
Domestic multistage submersible clean water pressure pump

Suitable for automatic domestic clean water supply to taps on demand from above/
uderground water tank.

• Water with solids, grit, sand gravel, stone etc
• For any other liquid apart from clean water with max temperature of 350C

*Actual performance onsite may differ due to piping and fixture sizing and layout 

 · Built-In advanced electronic control for auto start/stop of pump.

 · Constant pressure at running flow. No pressure fluctuations.

 · 15m long power cable with NZ standard 3 pin plug.

 · Heavy duty capacitor and bearings for reliable operation.

 · Built-in run-dry & delivery side leakage protection.

 · Double mech seal + lip seal protects water ingress in motor.

 · Supplied with 5L SS pressure tank & inlet strainer assembly.

 · 1 year on-site parts and labour warranty

APPLICATION

NOT SUITABLE FOR:

DESIGN FEATURES
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Code kW/HP Volts/Phase DIscharge Size FLC Cable Power

MPSUB-1500 1.2 / 1.6 230 / 1Ph 1” (25mm) 5.5 amps 15m 230V / 1PH / 10A
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